
Cementitious overlay systems for concrete floors offer 
numerous benefits. They can correct uneven floors, repair 
damaged concrete, and provide a smooth and durable 
new surface for decorative and functional treatments. 
Non-modified cement-based overlays typically used for 
this application can provide durability, long life, and 
low-maintenance cost coatings.  

Some of their disadvantages, however, include delayed 
hardening, low tensile strength, poor thermal shock and 
low chemical resistance. To mitigate these disadvantages, 
the cement can be modified with various types of organic 
polymers.   One such advanced composition is an epoxy 
modified cement (EMC), using Evonik’s waterborne 
epoxy thermoset technology based on Anquamine® 287 
curing agent and a modified epoxy resin Ancarez® AR462.

EVERYONE WINS WHEN YOU CHOOSE
EVONIK HIGH-PERFORMANCE EPOXY SYSTEM 
FOR CEMENTITIOUS CONCRETE

ANCAREZ 462 
ANQUAMINE 287
Epoxy Modified Concrete  

ramping up your  
concrete performance  

with as little as 5%  
organic binder

 

PREMIUM PERFORMANCE

Superior mechanical  properties: 
Compressive, Tensile, Flexural

Great adhesion to dry and damp 
concrete 

Excellent thermal shock resistance

EASE AND FLEXIBILITY  
IN FORMULATING

Formulate systems with your 
required handling and 
performance properties by 
modifying the binder content

ECO-FRIENDLY

Low odor 

Can be formulated free of volatile 
organic compounds (VOC)
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Table 1.  Example of Epoxy-Modified Concrete Formulation Based on Anquamine 287 Curing Agent and Epoxy Resin

Table 2.  Epoxy modified cementitious coating (5% binder content) vs. commercial polymer modified cement self-leveler coatings. 

3K-Formulation Components Parts

Part A Ancarez AR462 5.7 

 Defoamer  0.05 - 0.10

Part B Anquamine 287 3.3

 Water  8.1

Part C Portland cement 31

Quartz sand (various particle size) 51.6

Superplasticizer (powder)  0 – 0.20

Test item (22/50%RH) Commercial PMC 
Self-leveler (1)

Commercial PMC 
Self-leveler (2)

EMC 
 5% organic binder

Bond strength to concrete   (ASTM D7234), 7d 502 psi (coating failure) 552 psi (concrete failure) 651 psi (Cohesive failure)

Compressive strength – psi 
(ASTM C579)

1 day 942 2,859 1,678

3 days 1,105 3,144 6,700

7 days 1,246 3,146 10,200

28 days 2,214 5,037 13,600

Tensile Strength            (ASTM C307), 28d - psi 114 398 1,005 

Flexural                           (ASTM C580), 28d - psi 311 1,145 2,337 

Impact Resistance          (ASTM D7294) (In.lbs) 140 140 90

Abrasion Resistance      (ASTM D6037) (mg) > 500 > 500 300
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Disclaimer
The information contained herein is offered without 
charge for use by technically qualified personnel at 
their discretion and risk. All statements, technical 
information and recommendations contained herein 
are based on tests and data which we believe to be 
reliable, but the accuracy or completeness thereof is 
not guaranteed and no warranty of any kind is made 
with respect thereto.
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