
Product information

ANCAMIDEâ 2443
Curing Agent

DESCRIPTION

Ancamide 2443 curing agent is a modified amidoamine designed to be used with liquid epoxy resins. Its
extremely low viscosity enables the development of high performance 100% solids formulations that can be
applied via conventional and airless spray equipment without the use of diluents.

TYPICAL PROPERTIES

Property Value Unit Method

Appearance Amber liquid

Colour 7 max Gardner ASTM D 1544-80

Viscosity @ 25°C 25-35 mPa.s Brookfield RVTD, Spindle 4

Amine Value 532 mg KOH/g Perchloric Acid Titration

Specific Gravity @ 21°C 0.97

Equivalent 85.5 Wt/{H}

Recommended use Level 45 PHR With Bisphenol A diglycidyl ether (EEW=190)

ADVANTAGES

• Very low viscosity
• Surface tolerance resulting in good adhesion to poorly prepared substrates
• Good humidity and corrosion resistance
• Good film appearance and no amine blush
• Long pot-life
• Plasticiser free

APPLICATIONS

• Penetrating sealers for poorly prepared steel and concrete surfaces
• Modifier for polyamides for increased volume solids and VOC reduction
• High solids and 100% solids corrosion resistant coatings
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SHELF LIFE

At least 24 months from the date of manufacture in the original sealed container at ambient temperature.

STORAGE AND HANDLING

Refer to the Safety Data Sheet for Ancamide 2443 curing agent.

TYPICAL HANDLING PROPERTIES*

Property Value Unit Method

Mixed Viscosity at 25°C 75 mPa.s

Gel Time (150g mix at 25°C) 250 mins Techne GT-3 Gelation Timer

Thin Film Set Time 25°C 11.5 h BK Drying Recorder Phase III

Peak Exotherm (100g mix @ 25°C) 84 °C

Time to Peak Exotherm 250 mins

TYPICAL CURE SCHEDULE

2-7 Days at Room Temperature

* With Bisphenol A diglycidyl ether (EEW=190)
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Ancamideâ is a registered trademark of Evonik Industries AG or one of its subsidiaries.

Disclaimer
This information and all further technical advice are based on our present knowledge and experience. However, it implies no liability or other legal
responsibility on our part, including with regard to existing third party intellectual property rights, especially patent rights. In particular, no warranty,
whether express or implied, or guarantee of product properties in the legal sense is intended or implied. We reserve the right to make any changes
according to technological progress or further developments. The customer is not released from the obligation to conduct careful inspection and
testing of incoming goods. Performance of the product described herein should be verified by testing, which should be carried out only by qualified
experts in the sole responsibility of a customer. Reference to trade names used by other companies is neither a recommendation, nor does it imply
that similar products could not be used.
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Xinzhuang Industry Park
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Product Information: APCSE@evonik.com CrosslinkersProdinfo@evonik.com CL-Asiainfo@evonik.com
Sample Request: APCSE@evonik.com Crosslinkers-Samples@evonik.com CL-Asiainfo@evonik.com
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