
Product information

ANCAREZâ AR555

Ancarezâ AR555 is a waterborne solid epoxy resin dispersion intended for use as resin in ambient curing
two-component epoxy systems. It is especially suitable for use in water-borne industrial flooring
applications. Special features include a fast dry speed, long pot life, excellent early water resistance and
zero VOC emission. in addition, no induction time is reuqired and the resin is compatible with a wide
variety of pigments. Ancarez AR 555 is recommended in combination with Anquamine waterborne
hardeners, especially Anquamine 728 for exceptionally fast cure speed.

TYPICAL HARDENER PROPERTIES

Property Value Unit Method

Viscosity, 25 °C < 300 mPas Brookfield RV, spindle 27

Solid content 54 - 56 Wt.-%

RECOMMENDED USE LEVEL

Epoxy equivalent 550 g/eq calculated

APPLICATIONS

• Industrial coatings
• Primer or sealer in flooring applications
• Topcoats in flooring applications

BENEFITS

• High reactivity
• Long pot life
• Zero VOC

SUSTAINABILITY ATTRIBUTES

NextGen Solution VOC Reduction Durability Efficiency LCA available
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SHELF LIFE

At least 18 months from the date of manufacture in the original sealed container at ambient
temperature.

STORAGE AND HANDLING

Refer to the Safety Data Sheet of Ancarezâ AR555.

Ancarezâ is a registered trademark of Evonik Industries AG or one of its subsidiaries.

Disclaimer
This information and all further technical advice are based on our present knowledge and experience. However, it implies no liability or other legal
responsibility on our part, including with regard to existing third party intellectual property rights, especially patent rights. In particular, no warranty,
whether express or implied, or guarantee of product properties in the legal sense is intended or implied. We reserve the right to make any changes
according to technological progress or further developments. The customer is not released from the obligation to conduct careful inspection and
testing of incoming goods. Performance of the product described herein should be verified by testing, which should be carried out only by qualified
experts in the sole responsibility of a customer. Reference to trade names used by other companies is neither a recommendation, nor does it imply
that similar products could not be used.
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Product Information: APCSE@evonik.com CrosslinkersProdinfo@evonik.com CL-Asiainfo@evonik.com
Sample Request: APCSE@evonik.com Crosslinkers-Samples@evonik.com CL-Asiainfo@evonik.com
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