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SIPERNAT® 22 LS

YCJ10BMA CYLLKN

TEXHUYECKUE XAPAKTEPUCTUKU
OCHOBHbIE MPEUMYLLECTBA

cdopmMa nocraBku
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Tpu XpaHeHNN B OPUTMHANLHOI HepacneyaTaHHoM! ynakoBke CpoK
NpepoTepawexme paccnoequo rOAHOCTYM NPOAYKTa COCTaBMSIET 24 MecsiLa C AaTbl U3rOTOBIEHUS.
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NMPUMEHEHMUE

Ha BOA HOV ocCHOBe Ha OCHOBE OpraHU4ecKux
pacTBopuTenen
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KOM6MHMUPOBaHHbI 3aMec

He pacteopum #' yactuuHo pactsopum @ pacteopum

TEXHWY ECKUE XAPAKTEPUCTUKHN

o O6LenpoMbILIIEHHbIE MOKPLITHS
e nonurpacduyeckme Kpacku

[aHHas MHAOPMaLIMS U OCTasbHbIe TEXHUUECKNE KOHCYTIbTaLNM OCHOBaHBI Ha HalLMX NOCTeAHX AaHHbIX N COBCTBEHHOM onbiTe. TeM He MeHee, AaHHOe 06CTOSTENbCTBO He NofpasyMeBaeT kakux-mbo obsi3aTenscTs
WM I0PU/IMUECKOI OTBETCTBEHHOCTM C Hallel CTOPOHBI, B TOM YMC/Ie B OTHOLLEHUM NPaB TPETbUX UL Ha UHTENVIEKTYaNbHYI0 COBCTBEHHOCTh, 0COBEHHO NaTEHTHBIX NPaB. B YaCTHOCTM, He NPEIOCTaBMIOTCS U He
N0/pasyMeBaloTCs HMKaKNe rapaHTUM, Kak NPAMble, Tak 1 KOCBEHHbIE, MM rapaHTVI XapakTepucTMK ToBapa C IopvAMUECKON TOUKN 3peHis. Mbl coxpaHsiem 3a CoBoii NpaBo BHOCUTL M3MEHEH WS Ha OCHOBaHUM
TEXHMYECKOrO M MHOMO NPOLIECCa YCOBEPLIEHCTBOBaHMSL. pi 3TOM NokynaTess He 0CBOBOX/IAETCS OT 06s13aTeNbCTBa NPOBOAMTh TLATENbHbII OCMOTP 11 NPOBEPKY NOMyUeHHbIX TOBAPOB. SKCM/yTaLMOHHbIE kadecTBa
YKa3aHHbIX 3/eCb TOBApOB AO/DKHBI ObITb MOATBEPXAEHbI HAZNEXaLLei NPOBEPKOIA, KOTOPAs AO/KHA NMPOBOANTHCS KB/MMMLMPOBAHHBIMI SKCMEPTaMM, Ha YCIIOBUSX NCKIIKOUMTENbHOI OTBETCTBEHHOCTM NOKynaTens.
YNOM1HaHME TOProBbIX Mapok APYTX HMPM He SIBNSETCS PeKOMEH/ALINEN 1 HE NCKIIOYET BOSMOXKHOCTM NPUMEHEHNS [DYTAX @Ha/OMYHbIX TOBAPOB.
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